
CONTAINERS

Müller Containment Split Butterfly Valve
Powder handling OEL Levels<0.1 μg/m3 
Ensures a healthy environment and that the product stays 100% pure

At last, a stable and robust split butterfly valve system for empty-
ing and filling your highly potent or toxic media. Light to handle and 
safe to use, the Müller Containment Valve safeguards the health 
of your employees while maintaining the purity of your product 
and protecting the environment.

The Müller Containment Split Butterfly Valve MCV is in two halves: 
the active and passive disks. The active disk incorporates the me-
chanical system for locking both halves together and a manual 
lever or actuator for opening and closing the valve. The active half 
of the valve is fitted to the vessel filling or emptying nozzle, and 
the passive half to the intermediate bulk container. 

The two halves of the butterfly valve (active and passive disks) 
must be docked together in order to open the valve. The ruggedly 
constructed and GMP-compliant locking device ensures accurate 
location and the safe docking when the two halves are connected. 
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When both halves of the valves are locked together, the system  
is closed to the atmosphere and the valve can then be opened – 
manually or automatically, whichever way you prefer.

The valve system can be cleaned quickly and simply, thus reducing 
production line downtime. A valve disk can be replaced in less 
than two minutes.



Available versions: NW
100 150 200 250

“Standard (Operating pressure max. +0,5 bar) 
Stainless steel  AISI 316L
Valve seal in EPDM
Product contacting lining in PTFE”

• • • •

*) Hastelloy for product contacting parts • • • •
*) Valve seal in Kalrez instead of EPDM • • • •
*) Pressure rated version acc. to DGRL 97/23/EG 
for operating pressure -1 to +1,5 bar   
WITHOUT pressure lid

• • • •

“*) Pressure rated version acc. to DGRL 97/23/EG 
for operating pressure -1 to +6 bar  
WITH pressure lid”

• • • •

“*) Explosion pressure shock resistant version and 
safety against flame break through for gases of 
explosion group IIB up to +6 bar  
WITHOUT reinforced valve disk”

• • • •

“*) Explosion pressure shock resistant version and 
safety against flame break through for gases of 
explosion group IIB up to +10 bar  
WITH reinforced valve disk”

• • •

*) Explosion-proof version to ATEX zone 0/20 • • • •

*) Options at extra costs
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